
Spec Sheet: Take Apart Flag Emitters
To order call (888) 90-TEMPO, or visit www.tempoinc.com

TAKE APART FLAG EMITTERS
For more info visit our website www.tempoinc.com Features:

 § Available in three flow rates.
 § Can be taken apart for easy cleaning.
 § Flow rate engraved on flag.
 § Lock to prevent emitter from blowing apart.
 § Color coded for easy flow rate identification.
 § Body manufactured from engineering grade resin.
 § Flag manufactured from polypropylene.
 § UV stabilized to protect against sun degradation.
 § 1/4” barbed inlet and outlet (fits 0.160” to 0.170” ID 
tubing).

 § Made in USA.

Part No. Description Color Code
Max 
Pressure

ETA10
ETA20B
ETA20G
ETA40Y
ETA40G

1.0 GPH, Take Apart Flag Emitter
2.0 GPH, Take Apart Flag Emitter
2.0 GPH, Take Apart Flag Emitter
4.0 GPH, Take Apart Flag Emitter
4.0 GPH, Take Apart Flag Emitter

Black
Blue
Light Green
Yellow
Dark Green

40 psi
40 psi
40 psi
40 psi
40 psi

              DISCHARGE RATES (GPH)
Part No. 15 psi 25 psi 40 psi

ETA10 1.2 gph 1.6 gph 2.1 gph
ETA20G/B 2.0 gph 2.6 gph 3.4 gph
ETA40Y/G 4.0 gph 5.2 gph 6.8 gph


